
46xx Multirotor Series

Lightweight outrunner optimized for multicopter applications

Shaft size(s): 6mm

Gearbox(es): call

Sensored: optionalSlots: 24s

Poles: 22p

Max RPM: 12,000

4601 SERIES

Motor type: outrunner

Sealed:

Finned:

Model Length (in) / (mm) Continuous Watts

Stator lengths available:

Base PriceWeight(g)

4606 M 0.9 42022mm 86.0094g"

4610 M 1.0 70025mm 100.00130g"

Torque Constant 
mNm/A     inOz/A 

4606 M

Motor KV Rm Ohms
Max Volts 

(max rpm/Kv)Io @ 10v

Max Cont. 
Watts

Max Peak 
Watts

420 840

Diam.    Length 

0.9

54

3.3 ozs.

93g

2.1inch:

mm:

Weight

22

Saturation Amps

4606MC/20/299 299 0.173 0.110 4.53232.001 40 27

4606MC/19.5/306 306 0.165 0.120 4.42831.269 39 21

4606MC/19/314 314 0.156 0.120 4.31530.473 38 28
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46xx Multirotor Series

Torque Constant 
mNm/A     inOz/A 

4606 M

Motor KV Rm Ohms
Max Volts 

(max rpm/Kv)Io @ 10v

Max Cont. 
Watts

Max Peak 
Watts

420 840

Diam.    Length 

0.9

54

3.3 ozs.

93g

2.1inch:

mm:

Weight

22

Saturation Amps

4606MC/18.5/323 323 0.148 0.120 4.19529.624 37 23

4606MC/18/332 332 0.140 0.130 4.08128.820 36 30

4606MC/17.5/341 341 0.133 0.130 3.97428.060 35 24

4606MC/17/351 351 0.125 0.130 3.86027.260 34 32

4606MC/16.5/362 362 0.118 0.140 3.74326.432 33 25

4606MC/16/373 373 0.111 0.140 3.63325.653 32 34

4606MC/15.5/385 385 0.104 0.150 3.51924.853 31 27

4606MC/15/398 398 0.097 0.150 3.40524.041 30 36

4606MC/14.5/412 412 0.091 0.160 3.28923.224 29 29

4606MC/14/427 427 0.085 0.160 3.17322.408 28 38

4606MC/13.5/443 443 0.079 0.170 3.05921.599 27 31

4606MC/13/460 460 0.073 0.170 2.94620.801 26 41

4606MC/12.5/478 478 0.068 0.180 2.83520.018 25 33

4606MC/12/498 498 0.062 0.190 2.72119.214 24 45

4606MC/11.5/520 520 0.057 0.200 2.60618.401 23 36

4606MC/11/543 543 0.052 0.200 2.49517.621 22 49

4606MC/10.5/569 569 0.048 0.210 2.38116.816 21 40

4606MC/10/598 598 0.043 0.230 2.26616.001 20 54

4606MC/9.5/629 629 0.039 0.240 2.15415.212 19 57

4606MC/9/664 664 0.035 0.250 2.04114.410 18 60

4606MC/8.5/703 703 0.031 0.260 1.92713.611 17 63

4606MC/8/747 747 0.028 0.280 1.81412.809 16 67

4606MC/7.5/797 797 0.024 0.300 1.70012.006 15 72

4606MC/7/854 854 0.021 0.320 1.58711.204 14 77

4606MC/6.5/920 920 0.018 0.350 1.47310.400 13 83

4606MC/6/996 996 0.016 0.380 1.3609.607 12 90

4606MC/5.5/1087 1,087 0.013 0.410 1.2478.803 11 98

4606MC/5/1196 1,196 0.011 0.450 1.1338.000 10 108

4606MC/4.5/1329 1,329 0.009 0.500 1.0207.200 9 120

4606MC/4/1495 1,495 0.007 0.560 0.9066.400 8 135
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46xx Multirotor Series

Torque Constant 
mNm/A     inOz/A 

4610 M

Motor KV Rm Ohms
Max Volts 

(max rpm/Kv)Io @ 10v

Max Cont. 
Watts

Max Peak 
Watts

700 1,400

Diam.    Length 

1.0

54

4.6 ozs.

130g

2.1inch:

mm:

Weight

25

Saturation Amps

4610MC/20/191 191 0.289 0.110 7.09450.096 63 27

4610MC/19.5/196 196 0.274 0.120 6.91348.818 61 23

4610MC/19/202 202 0.261 0.120 6.70847.368 59 28

4610MC/18.5/207 207 0.247 0.120 6.54646.224 58 24

4610MC/18/213 213 0.234 0.130 6.36244.922 56 30

4610MC/17.5/219 219 0.221 0.130 6.18743.691 55 26

4610MC/17/225 225 0.209 0.130 6.02242.526 53 32

4610MC/16.5/232 232 0.196 0.140 5.84141.243 52 27

4610MC/16/239 239 0.185 0.140 5.66940.035 50 34

4610MC/15.5/247 247 0.173 0.150 5.48638.738 49 29

4610MC/15/255 255 0.162 0.150 5.31437.523 47 36

4610MC/14.5/264 264 0.152 0.160 5.13336.244 45 31

4610MC/14/274 274 0.141 0.160 4.94534.921 44 38

4610MC/13.5/284 284 0.132 0.170 4.77133.692 42 33

4610MC/13/295 295 0.122 0.170 4.59332.435 41 41

4610MC/12.5/307 307 0.113 0.180 4.41431.167 39 36

4610MC/12/319 319 0.104 0.190 4.24829.995 38 45

4610MC/11.5/333 333 0.095 0.200 4.06928.734 36 39

4610MC/11/348 348 0.087 0.200 3.89427.495 34 49

4610MC/10.5/365 365 0.080 0.210 3.71226.215 33 43

4610MC/10/383 383 0.072 0.230 3.53824.983 31 54

4610MC/9.5/404 404 0.065 0.240 3.35423.684 30 57

4610MC/9/426 426 0.058 0.250 3.18122.461 28 60

4610MC/8.5/451 451 0.052 0.260 3.00421.216 27 63

4610MC/8/479 479 0.046 0.280 2.82919.976 25 67

4610MC/7.5/511 511 0.041 0.300 2.65218.725 23 72

4610MC/7/548 548 0.035 0.320 2.47317.461 22 77

4610MC/6.5/590 590 0.030 0.350 2.29716.218 20 83

4610MC/6/639 639 0.026 0.380 2.12114.974 19 90

4610MC/5.5/697 697 0.022 0.410 1.94413.728 17 98

4610MC/5/767 767 0.018 0.450 1.76712.475 16 108
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46xx Multirotor Series

Torque Constant 
mNm/A     inOz/A 

4610 M

Motor KV Rm Ohms
Max Volts 

(max rpm/Kv)Io @ 10v

Max Cont. 
Watts

Max Peak 
Watts

700 1,400

Diam.    Length 

1.0

54

4.6 ozs.

130g

2.1inch:

mm:

Weight

25

Saturation Amps

4610MC/4.5/852 852 0.015 0.500 1.59011.231 14 120

4610MC/4/959 959 0.012 0.560 1.4139.977 13 135

4610MC/3.5/1096 1,096 0.009 0.640 1.2368.730 11 154

4610MC/3/1279 1,279 0.006 0.750 1.0597.481 9 149

4610MC/2.5/1535 1,535 0.005 0.900 0.8836.233 8 179
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46xx Multirotor Series

POWER RATINGS (Watts):
Continuous rating is the power the motor can deliver while maintaining the external housing temperatures below 
100C.

MAX power rating is the power the motor can deliver beginning with motor at a temp of 20C until it reaches it’s 
limit temperature of 100C. The exact maximum power output of a motor is dependent on a number of variables 
including air flow, ambient air temperature, contact cooling, etc.   100C rating is measured on the outside of the 
case, which allows for higher internal temperatures and a small measure of overhead. 

MAX VOLTAGE
Limited by kv (RPMs per volt) times the applied voltage.  Max voltage must be kept below the voltage which will 
spin the motor over max rpm for the motor series.

NEUTRONICS ENTERPRISES INC.
4631 Viewridge Ave Unit B
San Diego, CA 92123

DOMESTIC CONTENT / COUNTRY OF ORIGIN
Motors may be assembled with varying degrees of domestic (USA) content.  Please contact to discuss content 
requirements, solutions, and resulting pricing variances, if any.  Baseline motors are assembled and or tested in the 
US or Mexico from components sourced globally, including China.   

MAX AMPERAGE
See power ratings above.

MTBF RATINGS:
When used within the constraints described above, BLDC motors’ primary “wear” item(s) are the bearings 
supporting the shaft. Bearing life is inversely affected by speed, temperature, radial and axial loads.  While an MTBF 
figure can be generated, it would be rendered invalid by excursions beyond prescribed temperatures or load limits – 
such as prop strikes or side loads.  MTBF must be determined on a case by case basis, and even then it would be 
subject to numerous exceptions.

COMPONENT SPECIFICATIONS
Winding temperature:  180C
Magnet grade: 180C UH grade
Bearings: Japanese SPB bearings

Specifications subject to change without notice.

Copyright (c) 2023 Neutronics Enterprises Inc.

phone: 858-674-2250

email: info@neutronics.com

QUALITY CONTROL
Our factory is ISO 9001 certified. Quality documentation available on a custom order basis.   

http://www.neumotors.com
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